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Legal Notice 
 

© 2013 CompuLab Ltd. 

All Rights Reserved.  No part of this document may be photocopied, reproduced, stored in a retrieval system, 

or transmitted, in any form or by any means whether, electronic, mechanical, or otherwise without the 

prior written permission of CompuLab Ltd. 

No warranty of accuracy is given concerning the contents of the information contained in this publication.  

To the extent permitted by law no liability (including liability to any person by reason of negligence) will be 

accepted by CompuLab Ltd., its subsidiaries or employees for any direct or indirect loss or damage caused 

by omissions from or inaccuracies in this document. 

CompuLab Ltd. reserves the right to change details in this publication without notice. 

Product and company names herein may be the trademarks of their respective owners. 

 

 

  

CompuLab Ltd. 
17 HaYetsira St., Yokneam Elite 20692,  
P.O.B 687 
ISRAEL 
Tel: +972-4-8290100 
http://www.compulab.co.il 
http://fit-pc.com/web/ 

Fax: +972-4-8325251 
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Revision History 
 

Revision  Engineer Date Revision Changes 

1.0 Maxim Birger 02/2014 Initial public release 

1.2 Maxim Birger 06/2014 2.5’’ HDD 250GB option removed from fit-PC2/2i configuration 

1.3 Maxim Birger 08/2014 Storage options have been updated 

1.4 Maxim Birger 09/2014 FACE Module naming updated 

1.5 Maxim Birger 02/2015 Fitlet product line added 

1.6 Maxim Birger 08/2015 Remove option of C3217 processor from Intense PC and SBC-iSB 

1.7 Maxim Birger 09/2015 Remove 1.8’’ SSD options 

1.71 Maxim Birger 09/2015 Typos fix 
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1 Fit-PC Product Line 
 

1.1 Fit-PC2 Ordering Information 

Part Number Configuration 

fit-PC2 - D1G - C1100 - W - H320 - XP - TI 

                          

    [D]   [C]   [W]   [H]   [X]   [T] 

                          

[D]   DRAM size       [T] Operating Temperature 

D1G   1GB         Blank Commercial (default) 

D2G   2GB         TE Extended  (-20C - 70C) 

           TI Industrial (-40C - 70C) 

                          

[C]   CPU option                   

C1100   Atom Z510, 1.1GHz                 

C1600   Atom Z530, 1.6GHz                 

                          

                          

[W]   Wireless networks option             

Blank   None                     

W   WLAN 802.11b/g/n                 

                          

[H]   HDD option                   

Blank   None                     

H320   2.5'' HDD 320GB                 

                   

                       

               

[X]   Operating System option                   

Blank   None                   

XL   Linux Mint                 

X7   Win7 Pro 32-bit             
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1.2 Fit-PC2i Ordering Information 

Part Number Configuration 

fit-PC2i - D2G - C1600 - H320 - W - XP - TI 

                          

    [D]   [C]   [H]   [W]   [X]   [T] 

                          

[D]   DRAM size     [T]   Operating Temperature   

D1G   1GB       Blank   Commercial (default)     

D2G   2GB       TE   Extended  (-20C - 70C)     

         TI   Industrial (-40C - 70C)     

                          

[C]   CPU option                   

C1100   Atom Z510, 1.1GHz                 

C1600   Atom Z530, 1.6GHz                 

                          

                          

[W]   Wireless networks option             

Blank   None                     

W   WLAN 802.11b/g/n                 

                          

[H]   HDD option                   

H250   2.5'' HDD 250GB                     

H320   2.5'' HDD 320GB                 

H500   2.5'' HDD 500GB                 

H120S  2.5’’ SSD 120GB                 

                   

                   

                          

[X]   Operating System option             

Blank   None                     

XL   Linux Mint                   

X7   Win7 Pro 32-bit                 
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1.3 Fit-PC3 Ordering Information 

Part Number Configuration 

fit-PC3 - CT56N - D2x2 - WB - H320 - XLM - FM4U -   

                              

    [C]   [D]   [W]   [H]   [X]   [FM]   [T] 

                              

[C]   CPU option         [X]   Operating System option 

CT40E   AMD G-T40E 1.0GHz       Blank   None         

CT56N   AMD G-T56N 1.65GHz       XLM   Linux Mint       

                X764   Win7 Pro 64-bit     

[D]   DRAM size            

Blank   None              

D2x1   2GB (1x 2GB)                     

D2x2   4GB (2x 2GB)       [FM]   FACE Module option     

D4x2   8GB (2x 4GB)       FM0   Blank FACE Module     

D8x2   16GB (2x 8GB)       FM4U   4x USB2.0         

                FMXTDEU4   1x GbE LAN + 4x USB2.0   

[W]   Wireless networks option   FMLANE4U4   4x GbE LAN + 4x USB2.0   

Blank   None           FMXTDM2   2x mini PCIe slots     

WB   WLAN 802.11b/g/n + BT3.0   FMSER   6x Serial + 2x CANBus     

                FMVC   8x Composite Video Cameras 

[H]   HDD/SSD option       FMPOE   4x GbE LAN with PoE     

Blank   None                         

H250   2.5'' HDD 250GB       [T]   Operating Temperature   

H320   2.5'' HDD 320GB       Blank   Commercial (default)     

H32MS   mSATA SSD 32GB       TE   Extended  (-20C - 70C)     

H120MS   mSATA SSD 120GB       TI   Industrial (-40C - 70C)     
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1.4 Fit-PC3i Ordering Information 

Part Number Configuration 

fit-PC3i - CT56N - D2x2 - WB - H320 - XLM - FM4U -  

                              

    [C]   [D]   [W]   [H]   [X]   [FM]   [T] 

                              

[C]   CPU option         [X]   Operating System option 

CT40E   AMD G-T40E 1.0GHz       Blank   None         

CT56N   AMD G-T56N 1.65GHz       XLM   Linux Mint       

                X764   Win7 Pro 64-bit     

[D]   DRAM size            

Blank   None              

D2x1   2GB (1x 2GB)                     

D2x2   4GB (2x 2GB)       [FM]   FACE Module option     

D4x2   8GB (2x 4GB)       FM0   Blank FACE Module     

D8x2   16GB (2x 8GB)       FM4U   4x USB2.0         

                FMXTDEU4   1x GbE LAN + 4x USB2.0   

[W]   Wireless networks option   FMLANE4U4   4x GbE LAN + 4x USB2.0   

Blank   None           FMXTDM2   2x mini PCIe slots     

WB   WLAN 802.11b/g/n + BT3.0   FMSER   6x Serial + 2x CANBus     

                FMVC   8x Composite Video Cameras 

[H]   HDD/SSD option       FMPOE   4x GbE LAN with PoE     

Blank   None                         

H320   2.5'' HDD 320GB       [T]   Operating Temperature   

H500  2.5'' HDD 500GB       Blank   Commercial (default)     

H1000  2.5'' HDD 1000GB       TE   Extended  (-20C - 70C)     

H32MS   mSATA SSD 32GB       TI   Industrial (-40C - 70C)     

H120MS   mSATA SSD 120GB                         
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1.5 Fit-PC4 Ordering Information 

Part Number Configuration 

fit-PC4 - CG420 - D4 - WACB - H320 - XLM - FM4U - TI 

                              

    [C]   [D]   [WB]   [H]   [X]   [FM]   [T] 

                              

[C]   CPU option         [X]   Operating System option 

CA125   AMD A4-1250 SoC, Temash   Blank   None         

CG420   AMD GX-420CA SoC, Kabini   XLM   Linux Mint       

                X764   Win7 Pro 64-bit     

[D]   DRAM size                       

Blank   None           [FM]   FACE Module option     

D2   2GB (1x 2GB)       FM0   Blank FACE Module     

D4   4GB (2x 2GB)       FM4U   4x USB2.0         

D8   8GB (2x 4GB)       FMXTDEU2   1x GbE LAN + 2x USB2.0   

D16   16GB (2x 8GB)       FMXTDM2   2x mini PCIe slots     

                FMVC   8x Composite Video Cameras 

[WB]   Wireless networks option                 

Blank   None           [T]   Operating Temperature 

WACB   WLAN 802.11ac + BT4.0     Blank   Commercial (default)     

WB   WLAN 802.11b/g/n + BT3.0   TE   Extended  (-20C - 70C)     

                TI   Industrial (-40C - 70C)     

[H]   HDD/SSD option                     

Blank   None                         

H320   2.5'' HDD 320GB                     

H500   2.5'' HDD 500GB                     

M32MS   mSATA SSD 32GB                     

M120MS   mSATA SSD 120GB                     
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1.6 Intense PC Ordering Information 

Part Number Configuration 

IPC - D4x2 - C3517V - H1T - M120S - WB - X764 - FM4U - TI 

                 

  [D]  [C]  [H]  [M]  [W]  [X]  [FM]  [T] 

                                  

[D]   DRAM size             [X]   Operating System option 

Blank   None               Blank   None         

D2x1   2GB (1x 2GB)           XLM   Linux Mint       

D2x2   4GB (2x 2GB)           X764   Win7 Pro 64-bit     

D4x2   8GB (2x 4GB)              

D8x2   16GB (2x 8GB)                

                       

[C]   CPU option                           

C1047        Celeron 1.4GHz, Ivy Bridge       [FM]   FACE Module option     

C3227NL   Core i3 1.9GHz, Ivy Bridge       FM0   Blank FACE Module     

C3337NL   Core i5 1.8GHz (up to 2.7GHz), Ivy Bridge   FM4U   4x USB2.0         

C3517V     Core i7 1.7GHz (up to 2.8GHz), Ivy Bridge   FMXTDEU4   1x GbE LAN + 4x USB2.0   

     FMLANE4U4   4x GbE LAN + 4x USB2.0   

                    FMXTDM2   2x mini PCIe slots     

[H]   HDD option             FMSER   6x Serial + 2x CANBus     

Blank   None               FMVC   8x Composite Video Cameras 

H320   2.5'' HDD 320GB           FMPOE   4x GbE LAN with PoE     

H500   2.5'' HDD 500GB                         

H1000     2.5'' HDD 1TB           [T]   Operating Temperature  

             Blank   Commercial (default)     

                    TE   Extended  (-20C - 70C)     

[M]   SSD option             TI   Industrial (-40C - 70C)     

Blank   None                             

M32S   mSATA SSD 32GB                         

M120S   mSATA SSD 120GB                         

                                  

[W]   Wireless networks option                     

Blank   None                             

WB   WLAN 802.11b/g/n + BT3.0                     
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1.7 IPC2 Ordering Information 

Part Number Configuration 

IPC2 - C4600 - D16 - H1T - M120S - WACB - X764 - FMUSB3 - TI 

                                  

    [C]   [D]   [H]   [M]   [W]   [X]   [FM]   [T] 

                                  

[C]   CPU option             [X]   Operating System option 

C2955      Celeron 1.4GHz, Haswell       Blank   None         

C4010        Core i3 1.7GHz, Haswell         XLM   Linux Mint       

C4300   Core i5 1.9GHz (up to 2.9GHz), Haswell   X764   Win7 Pro 64-bit     

C4600   Core i7 2.1GHz (up to 3.3GHz), Haswell      

                       

[D]   DRAM size                           

Blank   None               [FM]   FACE Module option     

D4   4GB (2x 2GB)           FM0   Blank FACE Module     

D8   8GB (2x 4GB)           FMUSB3   2x USB3.0         

D16   16GB (2x 8GB)           FMXTDEU2   1x GbE LAN + 2x USB2.0   

                    FMLANE4U2   4x GbE LAN + 2x USB2.0   

[H]   HDD/SSD option           FMXTDM2   2x mini PCIe slots (w/o USB)     

Blank   None               FMSER   6x Serial + 2x CANBus     

H500   2.5'' HDD 500GB           FMVC   8x Composite Video Cameras 

H1000   2.5'' HDD 1TB           FMPOE   4x GbE LAN with PoE     

H120S  2.5'' SSD 120GB                         

                                  

[M]   SSD option                           

Blank   None                             

M32S   mSATA SSD 32GB                         

M120S   mSATA SSD 120GB           [T]   Operating Temperature 

                    Blank   Commercial (default)     

[W]   Wireless networks option       TE   Extended  (-20C - 70C)     

Blank   None               TI   Industrial (-40C - 70C)     

WACB   WLAN 802.11ac + BT4.0                       
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1.8 FITLET Ordering Information 

Part Number Configuration 

FITLET - GX - C64 - D8 - M64S - FLAN - WACB - X7 - TI 

                                  

    [G]   [C]   [D]   [mSATA]   [FACET]   [WiFi]   [OS]   [T] 

                                  

[G]   Grade option           [W]*   Wireless networks option 

GB   Basic - reduced feature/connectivity set   Blank   None         

GI   Industrial - regular feature/connectivity set   W   WLAN 802.11b/g/n, USB dongle 

GX   Expandable connectivity       WACB*   WLAN 802.11ac + BT4.0 

                                  

[C]   CPU option             [X]   Operating System option 

C62  AMD E1 Micro-6200T SoC       Blank   None         

C64   AMD A4 Micro-6400T SoC       XL   Linux Mint       

C67   AMD A10 Micro-6700T SoC       X7   Win7 Pro 64-bit     

                                  

[D]   DRAM size             [T]   Operating Temperature 

Blank   None               Blank   Commercial (default)   

D2   2GB               TE   Extended  (-20C - 70C)   

D4   4GB               TI   Industrial (-40C - 70C)   

D8   8GB                             

                                  

[mSATA]   SSD option                            

Blank   None                             

M32S   mSATA SSD 32GB                         

M64S   mSATA SSD 64GB                         

M120S   mSATA SSD 120GB                         

                                  

[FACET]*   FACET Card option                         

FLAN   FACET with 3 GbE LAN                     

                                  

Notes:    WACB wireless network option possible in GI grade systems only         

    
FACET option in GX grade systems only 
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2 SBC Product Line 
 

2.1 SBC-FITPC2 Ordering Information 

Part Number Configuration 

SBC-FITPC2 - D1G - C1100 - S - W - TE 

                      

    [D]   [C]   [S]   [W]   [T] 

                      

[D]   DRAM size               

D1G   1GB                 

D2G   2GB                 

                   

                      

[C]   CPU option               

C1100   Atom Z510, 1.1GHz             

C1600   Atom Z530, 1.6GHz             

                      

                      

[S]   HDD/SSD SATA adapter option         

Blank   None                 

S   With SATA adapter             

                      

[W]   Wireless networks option         

Blank   None                 

W   WLAN 802.11b/g/n             

                      

[T]   Operating Temperature grade         

Blank   Commercial (default)             

TE   Extended  (-20C - 70C)             

TI   Industrial (-40C - 70C)             
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2.2 SBC-FITPC2i Ordering Information 

Part Number Configuration 

SBC-FITPC2i - D2G - C1600 - S - W - TI 

                      

    [D]   [C]   [S]   [W]   [T] 

                      

[D] DRAM size                 

D1G 1GB                 

D2G 2GB                 

                  

                      

[C] CPU option                 

C1100 Atom Z510, 1.1GHz             

C1600 Atom Z530, 1.6GHz             

                      

                      

[S] HDD SATA adapter option           

Blank None                 

S With SATA adapter             

                      

[W] Wireless networks option         

Blank None                 

W WLAN 802.11b/g/n             

                      

[T] Operating Temperature             

Blank Commercial (default)             

TE Extended  (-20C - 70C)             

TI Industrial (-40C - 70C)             
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2.3 SBC-FITPC3 Ordering Information 

Part Number Configuration 

SBC-FITPC3 - CT56N - D2x2 -   - H -   

                      

    [C]   [D]   [S]   [H]   [T] 

                      

[C]   CPU option               

CT40E   AMD G-T40E 1.0GHz             

CT56N   AMD G-T56N 1.65GHz             

                      

[D]   DRAM size               

Blank   None                 

D2x1   2GB (1x 2GB)             

D2x2   4GB (2x 2GB)             

D4x2   8GB (2x 4GB)             

D8x2   16GB (2x 8GB)             

                      

[S]   HDD/SSD SATA adapter option         

Blank   None                 

S   With SATA adapter             

                      

[H]   Heatplate option             

Blank   None                 

H   With heatplate             

                      

[T]   Operating Temperature grade         

Blank   Commercial (default)             

TE   Extended  (-20C - 70C)             

TI   Industrial (-40C - 70C)             
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2.4 SBC-FITPC3i Ordering Information 

Part Number Configuration 

SBC-FITPC3i - CT56N - D2x2 -   - H -   

                      

    [C]   [D]   [S]   [H]   [T] 

                      

[C]   CPU option               

CT40E   AMD G-T40E 1.0GHz             

CT56N   AMD G-T56N 1.65GHz             

                      

[D]   DRAM size               

Blank   None                 

D2x1   2GB (1x 2GB)             

D2x2   4GB (2x 2GB)             

D4x2   8GB (2x 4GB)             

D8x2   16GB (2x 8GB)             

                      

[S]   HDD/SSD SATA adapter option         

Blank   None                 

S   With SATA adapter             

                      

[H]   Heatplate option             

Blank   None                 

H   With heatplate             

                      

[T]   Operating Temperature grade         

Blank   Commercial (default)             

TE   Extended  (-20C - 70C)             

TI   Industrial (-40C - 70C)             
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2.5 SBC-FITPC4 Ordering Information 

Part Number Configuration 

SBC-FITPC4 - CG420 - D4 - S - WACB - H - TI 

                          

    [C]   [D]   [S]   [WB]   [H]   [T] 

                          

[C]   CPU option         [H]   Heatplate option 

CA125   AMD A4-1250 SoC, Temash   Blank   None     

CG420   AMD GX-420CA SoC, Kabini   H   With heatplate 

                          

[D]   DRAM size         [T]   Operating Temperature 

Blank   None           Blank   Commercial (default) 

D2   2GB (1x 2GB)       TE   Extended  (-20C - 70C) 

D4   4GB (2x 2GB)       TI   Industrial (-40C - 70C) 

D8   8GB (2x 4GB)                 

D16   16GB (2x 8GB)                 

                          

[S]   HDD/SSD SATA adapter option             

Blank   None                     

S   With SATA adapter                 

                          

[WB]   Wireless networks option             

Blank   None                     

WACB   WLAN 802.11ac + BT4.0               

WB   WLAN 802.11b/g/n + BT3.0             
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2.6 SBC-iSB Ordering Information 

Part Number Configuration 

SBC-iSB - D4x2 - C3517V - S - WB - H - TI   

                            

    [D]   [C]   [S]   [WB]   [H]   [T]   

                            

[D]   DRAM size         [H]   Heatplate option   

Blank   None               None       

D2x1   2GB (1x 2GB)           With heatplate   

D2x2   4GB (2x 2GB)                   

D4x2   8GB (2x 4GB)       [T]   Operating Temperature 

D8x2   16GB (2x 8GB)           Commercial (default)   

                    Extended  (-20C - 70C)   

[C]   CPU option             Industrial (-40C - 70C)   

C1047        Celeron 1.4GHz, Ivy Bridge               

C3227NL   Core i3 1.9GHz, Ivy Bridge             

C3337NL   Core i5 1.8GHz (up to 2.7GHz), Ivy Bridge             

C3517V     Core i7 1.7GHz (up to 2.8GHz), Ivy Bridge           

             

                            

[S]   HDD/SSD SATA adapter option               

Blank   None                       

S   With SATA adapter                   

                            

[WB]   Wireless networks option               

Blank   None                       

WB   WLAN 802.11b/g/n + BT3.0               
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2.7 SBC-iHSW Ordering Information 

Part Number Configuration 

SBC-iHSW - C4600 - D16 - S - WACB - H - TI   

                            

    [C]   [D]   [S]   [W]   [H]   [T]   

                            

[C]   CPU option               

C2955      Celeron 1.4GHz, Haswell         

C4010        Core i3 1.7GHz, Haswell           

C4300   Core i5 1.9GHz (up to 2.9GHz), Haswell           

C4600   Core i7 2.1GHz (up to 3.3GHz), Haswell           

                            

[D]   DRAM size                     

Blank   None                       

D4   4GB (2x 2GB)                   

D8   8GB (2x 4GB)                   

D16   16GB (2x 8GB)                   

                            

[S]   HDD/SSD SATA adapter option               

Blank   None                       

S   With SATA adapter                   

                            

[W]   Wireless networks option               

Blank   None                       

WACB   WLAN 802.11ac + BT4.0                 

                            

[H]   Heatplate option                 

    None                 

    With heatplate                 

                            

[T]   Operating Temperature                 

    Commercial (default)                 

    Extended  (-20C - 70C)                 

    Industrial (-40C - 70C)                 
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2.8 SBC-FLT Ordering Information 

Part Number Configuration 

SBC-FLT - B - C62 - S - E2S - TI   

                        

    [B]   [C]   [S]   [E]   [T]   

                        

[B]   PCB Bay                   

Blank   None                   

B   FACET Bay                 

                        

[C]   CPU option                 

C62   AMD E1 Micro-6200T SoC           

C64   AMD A4 Micro-6400T SoC           

C67   AMD A10 Micro-6700T SoC           

                        

[S]   Serial                   

Blank   None                   

S   Serial port                 

                        

[E]   Ethernet and eSATA               

Blank   None                   

E2S   2x Ethernet + 1x eSATA ports           

                        

                        

[T]   Operating Temperature             

    Commercial (default)               

    Extended  (-20C - 70C)               

    Industrial (-40C - 70C)               
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